Service data bulletin

Instrument: GDS101 Date: 23.03.2006
Created by: Geir Theodorsen

SUBJECT: History of installed SW versions

No record of SW. versions before ser. no 93037.

Ser. No. 93037 SW.ver. 2.1 Dec. 1993.
” 94117 4 24 Oct. 1994.
” 94120 . 242 Nov. 1994.
? 95137 ? 2.44 Jan. 1995.
” 95146 g 2.45 Feb. 1995.
” 95177 ”? 3.0 Apr. 1995.
? 95209 ”? 3.1 Jul.  1995.
” 95222 X 32 Aug. 1995.
R’ 96319 3 33 Mar. 1996.
1 96357 ”? 3.31 May. 1996.
’ 96433 i BA3 1 * Oct. 1996.

3.31* Sperry Special. Function to enable remote reset possibility.

Ser. No. 97480 SW.ver. 3.33 Jan. 1997.

3.33  History RAM read/write function implemented.
”? 97495 ? 35# Mar. 1997.

3.5# NMEA Message enable / disable function. Display Input / Output implemented.
/ 97657 y 3.6 Nov. 1997.

3.6 NMEA Input accepts GPS signal with 3 decimals.
\’ 98690 ? 4.12 Jan. 1998.
”? 99950 ? 4.15 Feb. 1999.

4.15 New combined CPU/VGA type PCA6135. IC100 new ver. E93F.

New cabinet. GDS u.

Ser. No. 001250 SW.Ver. 5.0 Feb. 2000.

5.0. New type cabinet GDS 101u without printer.
” 001310 3 5.01 Jul.  2000.
” 001340 7 5.02 Aug. 2000.
” 001351 1 4.15 Jul. . 2000. With printer.
” 001360 R 4.15.1 Sep.  2000. With printer.
” 001372 4 5.03.1 Nov. 2000.

Ser.no. 001372 Transceiver shield implemented. SW.ver. 5.03.1 made to comply with
MED-"B” requirements. Transducer positions indicated.

? 011389 = 5.03.2 Jan.  2001.
? 011391 < 5.03.3 Feb. 2001.
” 011650 ” 4.15.3 Nov. 2001. With printer.
? 021660 ” 5.03.3 Feb. 2002.
? 021680 ” 5.03.5 Feb. 2002.
? 021775 ” 5.04.04 Jul.  2002.
? 021891 ” 5.04.05 Dec. 2002.
? 032025 ” 5.04.06 Jun. 2003.
? 042288 ” 5.04.11 Dec. 2004.
? 062552 ” 5.04.12 Feb. 2006.
5.04.12 Epson D88 printer option
Ser. No 062572 ” 5.04.13 Mar. 2006.

5.04.13 NMEA 1s asynchronous output option.



