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SKIPPER Electronics AS

Navigational Echo Sounders & Speed Logs

Echo Sounder Systems and OptionsEcho Sounder Systems and Options
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GDS102 YES! - GDS102 or ESN200 is needed

ENIR301-SA
Depth 

Repeater

CD401MR-SB
Multi repeater

ETN024G
Transducer 

24 kHz w/40 m 
cable

ETN038T
Transducer 

38 kHz w/40 m 
cable

ETN050(X)T
Transducer 50 

kHz w/25 m 
(40 m) cable

ETN024T
Transducer 

24 kHz w/40 m 
cable

Custom sensor
200 mm

ETNALC
Combo 

AluminiumTank
(No approval) 

ETN050(X)TA
Transducer 

50 kHz w/25 m 
(40 m) cable for 
aluminium tank.

ETN200S(X)TA
Transducer 

200 kHz w/25 m 
(40 m) cable for 
aluminium tank.

ETNST
Steel Tank 

ETN038G
Transducer 

38 kHz w/40 m 
cable

SB-200-SA
200 mm Sea Valve 

Single bottom
for low frequency 

transducers

ETNSTCILF
ICE Class 

Protected Steel 
Tank for low 
frequency 

transducers

ETNSTCLF
Combo Steel 
Tank for low 
frequency 

transducers
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ETS50200(X)T-SA
Transducer 

50/200 kHz w/25 
m (50 m) cable 

for Tank

ZZL-01019
Junction Box

ETS50200(X)TA-SA
Transducer 

50/200 kHz w/25 
m (50 m) cable for 

Tank

IR31DIM-SA
NMEA Remote 

Dimmer

EN102C
GDS102 Display

10-265 kHz

ESN200-SB
9” touch display

24, 30, 33, 38, 50, 100, 
200, 210 kHz

JB70E2-SA
Transceiver Unit ESN200

What features do you need?
Flexible frequency?
View two channels 
simultaneously?

IR30DIM-SB
Remote 
Dimmer

EN104-SB
Printer

NO! - ESN100 is needed

ENS518-SA
Transducer 

selector

ESN100

ESN100-SB
ESN100 9” Touch Display

50 or 200 kHz JB50E1-SA
Transceiver Unit ESN100

ETN200S(X)T
Transducer 

200 kHz w/25 
m (40 m) cable

ETN050G(X)
Transducer 

50 kHz w/25 m 
(40 m) cable

ETN200(X)T
Transducer 

200 kHz w/25 m 
(40 m) cable

DB-100-SB
100 mm Sea Valve 

Double bottom 
Ball Valve

SB-100-SB
100 mm Sea Valve 

Single bottom 
Ball Valve

ETN050BEL(X)
Transducer 

50 kHz w/25 m 
(40 m) cable

ETN200FS(X)
Transducer 

200 kHz w/25 m 
(40 m) cable

ETN200S(X)G
Transducer 

200 kHz w/25 m 
(40 m) cable

ETNSTCI
ICE Class 

Protected Steel 
Tank

ETS50200(X)G-SA
Transducer 

50/200 kHz w/25 
m (50 m) cable for 

Sea Valve 

ZZL-01019
Junction Box

Elac tank 
already 

installed in 
vessel.

ELAC 
LSE297/313 

tank 

Retrofit only.

ETS50200(X)TL
Transducer 

50 kHz w/25 m (40 
m) cable for 
Sea Valve 

ICE Class Prot.


