
SKIPPER EML224 Compact options
CD401E1-SB

Single Axis 
Compact 
Display

EML224SX-SD/
DL1SX-SD

Log Sensor for 
PCSV60 
Sea Valve

EML224SDB-SD/
DL1SDB-SA

Log Sensor for 
100 mm 
Sea Valve

Retrofit

EML224SV-SD/
DL1SV-SA

Log Sensor for 
Naviknot SRD331 

Speed Log

Retrofit

Sea Valve or Tank already installed in the vessel

EML224SS-SD/
DL1SS-SA

Log Sensor for 
SAGEM Speed 

Log

EML224SN-SD/
DL1SN-SA

Log Sensor for 
Simrad NL-Log
Tank or Valve

CD401E2-SB
Dual Axis 
Compact 
Display

JB60CD-SA
Electronic Unit
Max. 10 m from
Compact display

MAX 10m cable

40 m cable to be cut or extended

Repeaters/Remote 
dimmer

IR31DIM-SACD401MR-SB 

NMEA dimmer

SB-60-SA
60 mm Sea 
Valve Single 
bottom Ball 

Valve 

EML224ST-SD/
DL1ST-SA

Log Sensor for
Combo Steel 

Tank

EML224STA-SD/
DL1STA-SA

Log Sensor for
Combo Aluminium 

Tank

New installations

DB-60-SA
60 mm Sea 

Valve Double 
bottom Ball 

Valve

EML224SG-SD/
DL1SG-SA

Log Sensor for 
60 mm 

Sea Valve

ETNSTCL
Combo Steel 

Tank 

ETNALC
Combo 

AluminiumTank
(No approval) 


