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SKIPPER Electronics AS

Navigational Echo Sounders & Speed Logs

Speed Log Setup and OptionsSpeed Log Setup and Options
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Revision: 08052019

CD401E1-SB
Single Axis 
Compact 
Display

SB-60-SA
60 mm Sea 
Valve Single 
bottom Ball 

Valve 

What features do you need?
Bottom track?

Acoustic sensor?
Vessel over 50 000 GT?

Speed through Water (STW)
Speed Log

EML224ST-SD/
DL1ST-SA

Log Sensor for
Combo Steel 

Tank

EML224STA-SD/
DL1STA-SA

Log Sensor for
Combo Aluminium 

Tank

New installations

DB-60-SA
60 mm Sea 

Valve Double 
bottom Ball 

Valve

EML224SG-SD/
DL1SG-SA

Log Sensor for 
60 mm 

Sea Valve

ETNSTCL
Combo Steel 

Tank 

ETNALC
Combo 

AluminiumTank
(No approval) 

NO! - STW only

CD401E2-SB
Dual Axis 
Compact 
Display

JB60CD-SA
Electronic Unit
Max. 10 m from
Compact display

MAX 10m

CD401D1-SB
Single Axis 
Compact 
Display

CD402CU-SC
Single Axis 
Compact 
Display

JB70D1-SA
Electronic Unit

40 m cable to be cut or extended

Repeaters/Remote 
dimmer

IR31DIM-SACD401MR-SB 

NMEA dimmer

SKIPPER Electronics AS
www.skipper.no

Tel. +47 23 30 22 70
Fax. +47 23 30 22 71

sales@skipper.no

YES! - STW+SOG required

SD21 SATLOG 
and DL1

SD21-SB
Multi-Touch Screen 9”

JB70SD21-SA
Electronic unit

SB-100-SB
100 mm Sea Valve 
Single bottom Ball 

Valve

DB-100-SB
100 mm Sea Valve 

Double bottom 
Ball Valve

CD402CU-SC
Compact 
Display

DL21 Doppler Speed Log
IMO res. MSC334(90)

Bottom track120+ m
Single/Double bottom fit

CU-M001-21-SA
Multi-Touch 
Screen 9”

JB70D21-SA
Electronic Unit
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Surface 32.2M  Keel 30.3

31.5

MENU

Speed
GPS - SOG:  12.5
Bottom -SOG: 12.5
Water – STW : 12.3

Heading:  351
Drift Bottom:   356
Drift Water: 357
Current  :295

Direction

359

Depth Echosounder:  32.3
Forward:   31.5
STRB : 32.4
Port : 32.1 
 Avg 32.3

 

X

X
X

X

X
X

SHOW

Water

X

Water Temperature :12 C

0.1

0.2

12.5

Bottom

Alarm Hi – 23.0Kn Alarm Lo – 0.5KnTotal Distance travelled: 12301
Trip: 12.5  

Auto

DL2 Doppler
Speed Log

Bottom track 120+ m
Single/Double bottom fit

CU-M001-SA
Multi-Touch 
Screen 9”

JB70D2-SA
Electronic unit
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Surface 32.2M  Keel 30.3

31.5

MENU

Speed
GPS - SOG:  12.5
Bottom -SOG: 12.5
Water – STW : 12.3

Heading:  351
Drift Bottom:   356
Drift Water: 357
Current  :295

Direction

359

Depth Echosounder:  32.3
Forward:   31.5
STRB : 32.4
Port : 32.1 
 Avg 32.3
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X
X

SHOW

Water

X

Water Temperature :12 C

0.1

0.2

12.5

Bottom

Alarm Hi – 23.0Kn Alarm Lo – 0.5KnTotal Distance travelled: 12301
Trip: 12.5  

Auto

DL2SG-SA
Log Sensor for 

100 mm
Sea Valve

DL21SG-SA
Log Sensor for 

100 mm 
Sea Valve

40 m cable to be cut or extended
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MENU

Speed
GPS - SOG:  12.5
Bottom -SOG: 12.5
Water – STW : 12.3

Heading:  351
Drift Bottom:   356
Drift Water: 357
Current  :295

Direction

359

Depth Echosounder:  32.3
Forward:   31.5
STRB : 32.4
Port : 32.1 
 Avg 32.3
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Water

X

Water Temperature :12 C

0.1

0.2

12.5

Bottom

Alarm Hi – 23.0Kn Alarm Lo – 0.5KnTotal Distance travelled: 12301
Trip: 12.5  

Auto

SL-SN300
SATLOG Antenna

Cable to be supplied 
locally

DL2ST-SA
Log Sensor for 
Combo Steel 

Tank

DL2STA-SA
Log Sensor 
for Combo 

Aluminium Tank

ETNSTCL
Combo Steel 

Tank

ETNALC
Combo 

AluminiumTank
(No approval) 

CD402CU-SC
Compact 
Display

Bottom track without limit
Single/Double bottom fit and 

GPS antenna


