
Art. no.
SA-C112

Front-
plate w/LCD

270 kHz

 
The SA-C112 is a Sub assembly frontplate with LCD for the SKIPPER 
DL850 270 kHz Navigational Doppler Speed Log.

Main Functions:
 
	 Front	plate	sub	assy	with	glass	and	LCD	screen.

Applications:
 
 Replacement, with 10.4 “ display

Usage:

 Replacement for broken glass or display
 

SKIPPER Electronics 
manufacture marine 
electronics for the 
merchant fleet as well 
as the fishing fleet, 
based on experience, 
research and tradition.  
Our products are known 
worldwide for reliability, 
sophistication and good 
value for money.

		 “Serve	you	further”	 													e-mail:	support@skipper.no	 	 									www.skipper.no
	Navigational	Speed	Logs,	Echo	Sounders,	Sonar,	Fishfinders	and	Direction	Finders

Product Datasheet
SA-C112 Subassy, Frontplate with LCD for DL/EML



 Part number Rev. Description
Part number SA-C112 0821A Subassy, Frontplate with LCD for DL/EML
SUB part of DL850N27-SD 0943B LOG OPERATOR UNIT DL850 270Khz.
The kit contains PK-C001
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ZZK-01062
ZAA-01001

ZAA-01004
ZAA-01137
ZAA-01138

0829A
0703A

0703A
0703A
0703A

0703A
0703A

00

PCB COMBO KEYBOARD DL850/EML224
FRONT GLASS GDS/DL/EML/MP/EN206C 174mm x 
225mm - 2mm tykk
CABLE Screen PCA 6135/6753/6740F
CABLE for BACKLIGHT INVERTER for combo units
HIGH RESOLUTION LCD COLOUR LQ104V1DG61  
SHARP 10,4”
OVERLAY FOR DL850/EML224
BACKLIGHT INVERTER LXM1623-12-44
FRONTPLATE EML/DL (9 buttons, new 2007)

Power Supply 5/12 V DC
Power Consumption 250/600 mA DC
Dimensions 30.5 x 28.5 x 10.2 cm
Weight 1.82 kg
Manufacturer SKIPPER Electronics AS

 

 Spesifications
 

 

30.5 cm

28.5 cm

Height: 10.2 cm
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